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Written dimensions on these drawings 
shall have precedence over scaled 
dimensions. Contractor shall assume 
responsibility for all dimensions and 
conditions on the job. The designer 
must be notified and consent to any 
variations from dimensions set forth 
herein.The type of exterior finish, the 
installation and waterproofing details 
are all to be the full responsibility of 
the owner/builder. This Designer 
assumes no responsibility for the 
integrity of the building envelope.This 
document is the property of E Drafting 
Corp. No reuse or reproduction is 
allowed without the written consent 
from E Drafting Corp.
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PROJECT INFORMATION INDEX SHEET

PROJECT DESCRIPTION 

AREA CALCS:

MAIN FLOOR =1,052   SQ. FT.
UPPER FLOOR =1,300   SQ. FT.
TOTAL =2,352   SQ. FT.

XL 3-CAR GARAGE =748    SQ. FT.

FRAMING: (SEE STRUCTURAL & ARCHITECTURAL SHEETS FOR ADD. INFO.)

FIRST FLOORFIRST FLOORFIRST FLOORFIRST FLOOR = 9'-1 1/8" HT SECOND FLOORSECOND FLOORSECOND FLOORSECOND FLOOR = 8'-1 1/8" HT

FLOOR- FLOOR-
7/8" FLOOR SHEATHING 7/8" FLOOR SHEATHING
9 1/2"x1 3/4" JOIST SIZE 14"X1 3/4" JOIST SIZE
24" JOIST SPACING 24" JOIST SPACING

WALL- WALL-
1/2" WALL SHEATHING 1/2" WALL SHEATHING

           EXT 24" STUD SPACING (16" @ CAB) 24" STUD SPACING EXT. (16"@CAB)
INT 16" STUD SPACING INT 16" STUD SPACING

HEADERS - (HDR) HEADERS - (HDR)
4X10'S (UNO) 4X10S (UNO)

BEAMS - (BM) BEAMS - (BM)
4X12 MIN (UNO) 4X12 MIN (UNO)

BUILDING INFORMATION

SITE ADDRESS:

RIDGEFIELD, WASHINGTON

LOT #  311

3-CAR GARAGE LEFT

53-2352-ST-3L

ROYAL TERRACE
LOT 311

8
' -

 1
 1

/8
"

9
' -

 1
 1

/8
"

1x2 FACIA BOARD

CORBEL

1x10 FACIA BOARD

B&B SIDING W/ 1X2
BATTS AT 4" O.C.

B&B SIDING W/ 1X2
BATTS AT 24" O.C.

5/4X4 CORNER TRIM

2X12 TRIM BAND Z
FLASHING ABV.

7" BEVELED
HORIZONTAL SIDING

PAINT GRADE 
HARDI MATERIAL

7" BEVELED
HORIZONTAL SIDING

ASPHALT COMPOSITE
ROOFING TYP

5/4x4" SPF TRIM W/
2x3 CAP SLOPPED
FOR DRAINAGE

STONE VENNER W/
P.T. PLY'WD BEHIND

PLAN VIEW FINISH FLOOR LINE

PLATE HEIGHT

WRAPPED BEAM PER PLAN

COLUMN BASE SIMPSON 
APU POST TO FOOTING 

COLUMN CAP SIMPSON 
LCE BEAM TO COLUMN

GRADE

P.T. COLUMN 
PER PLAN

8
"
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3
' -

 6
"

5
"

PAINT GRADE 
HARDI MATERIAL

SPF AT COLUMN BASE

2X4 TRIM CAP

SPF COLUMN CAP

1' - 2"

1'
 -

 5
"

3
"

5
 3

/4
"

V
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R
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S

5
 1

/2
"

5/4 PAINT GRADE 
HARDI MATERIAL 
WRAP FULL HT ON ALL 
SIDES OF COLUMN

5/4x6 BASE W/ 10° 
BEVEL CUT ON TOP 

RAISED 1" P.T. BLK

1'
 -

 2
"

9 GAGE WIRE OR 22 
GAGE SHEET METAL 
VENEER TIES 24" O.C. 
HORIZ.& VERT. *

SHEATHING

(2) LAYERS WRB

LATH FASTENED TO SHEATHING

MORTAR SCRATCH COAT

MORTAR SETTING BED

ADHERED CONCRETE 
MASONRY VENEER

MORTAR JOINT (WHERE USED

FLOOR FRAMING

LAP WRB OVER WEEP 
SCEED FLANGE

FOUNDATION WEEP SCREED

.

EXTEND ADHERED 
CONCRETE MASONRY 
VENEER MIN. 1" BELOW

. 2" MIN. AT PAVING

. 4" MIN. AT GRADE

SLOPE GRADE 2% MIN.

EXTERIOR CLADDING ( SIDING SHOWN)

6
" L

A
P

(1) LAYER WRB
EXTEND WRB FROM WALL 
BELOW 6" MIN. ABOVE 
CLADING TRANSITION
FLASHING WITH DRIP EDGE
BLOCKING (OPTIONAL)
BEDDING SEAL UNDER FLASHING
LATH FASTENER
ADHERED CONCRETE MASONRY 
VENEER SUPPORT ANGLE INSTALL 
IF REQUIRED PER THE STONE 
MANUFACTURER'S INSTRUCTIONS

ADHERED CONCRETE MASONRY VENEER
MORTAR SETTING BED
MORTAR SCRATCH COAT -
(2) LAYERS WRB
LATH
MORTAR JOIST (WHERE USED)
SHEATHING

*MASONRY VENEER SHALL BE ANCHORED TO THE 
SUPPORTING WALL WITH CORROSION-RESISTANT METAL 
TIES EMBEDDED IN MORTAR OR GROUT AND EXTENDING 
INTO THE VENEER A MINIMUM OF 1 1/2" INCHES, WITH NOT 
LESS THAN 5/8 INCH MORTAR OR GOUNT COVER TO 
OUTSIDE FACE. WHERE THE VENEER IS ANGHORED TO 
WOOD BACKING USING METAL STRAND WIRE TIES, THE 
DISTANCE SEPARATING THE VENEER FROM THE SHEATHING 
MATERIAL SHALL BE A MAXIMUM OF 4 1/2 INCHES.

NOTE: OTHER FINISHES MAY BE USED

SHEET
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Written dimensions on these drawings 
shall have precedence over scaled 
dimensions. Contractor shall assume 
responsibility for all dimensions and 
conditions on the job. The designer 
must be notified and consent to any 
variations from dimensions set forth 
herein.The type of exterior finish, the 
installation and waterproofing details 
are all to be the full responsibility of 
the owner/builder. This Designer 
assumes no responsibility for the 
integrity of the building envelope.This 
document is the property of E Drafting 
Corp. No reuse or reproduction is 
allowed without the written consent 
from E Drafting Corp.
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Building
Elevations
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1/4" = 1'-0"
Front ElevationFront ElevationFront ElevationFront Elevation

1/8" = 1'-0"
Left ElevationLeft ElevationLeft ElevationLeft Elevation

1/8" = 1'-0"
Rear ElevationRear ElevationRear ElevationRear Elevation

1/8" = 1'-0"
Right ElevationRight ElevationRight ElevationRight Elevation

AREA CALCS:

MAIN FLOOR =1,052   SQ. FT.
UPPER FLOOR =1,300   SQ. FT.
TOTAL =2,352   SQ. FT.

XL 3-CAR GARAGE =748    SQ. FT.

1/2" = 1'-0"
Exterior Column w/ Stone DetailExterior Column w/ Stone DetailExterior Column w/ Stone DetailExterior Column w/ Stone Detail

1/2" = 1'-0"
Stone Veneer DetailsStone Veneer DetailsStone Veneer DetailsStone Veneer Details

ALL EXTERIOR 
WINDOW AND DOOR TRIM 

TO BE MIN. 3" WIDE

2435 S. Royal Court in Royal Terrace, Ridgefield
•	 3 bedroom | 2.5 bath | office | bonus room or 4th bedroom
•	 Chef ’s kitchen with large island & walk-in pantry
•	 Great room with built-in shelves & 48” electric linear fireplace
•	 Private master bedroom with luxury tile bath & walk-in closet
•	 Oversize 3-car garage with one 26 foot deep bay
•	 Backs to green space with flat yard & covered patio
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